Magnetic Lock Wiring Instructions

Parameters
Size Magnetic Plate .

Model (unit:mm) (unit:mm) Voltage Current |Holding Force Door
80Lx33Wx19H 80Lx33Wx19H 12/24VDC | 12V/100mA | 60kg(100Lbs) Single Door
YM-70 90LX38.5Wx24.5H | 90Lx38.5Wx24.5H | 12/24vDC | |2 //300mA 70kg(120Lbs) Single Door

24V/150mA
V705 | 90Lx38.5Wx24.5H | 90Lx38.5Wx24.5H | 12/24vDC | 12 //300MA 1 76, g(120Lbs) | Single Door
24V/150mA

YM-60 YM-70/70-S

@O 33 @ O 33

A Remark:
A: Please don't fixthe screw(screw of armature plate) tightly, letthe rubberring

maintain proper elasticity.
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Standard Installation Z BracketInstallation UL BracketInstallation
Wiring Diagram
12VDC
WHITE
— GREEN
RED ELECTRIC LOCK
+ < BLACK
COM
NC | sieNAL OUTPUT
POWER 12VDC 100mA 24VDC
_ WHITE
GREEN
WHITE o BLACK ELECTRIC LOCK
- + RED
ORANGE ELECTRIC LOCK COM
+ NG | SIGNAL OUTPUT
ACCESS CONTROL POWER SUPPLY
ELECTRIC
L[] PR D|D|D|D|D|D| DD B|D|D %% %% %
= H N.CL N.O N.O + — | N.C COM N.O + GND|[N.C GND N.O
-1 g TAMPER | EG GND|DOORBELL| 12VDC OUTPUT Push 1oy OUTPUT 1
O O
N.O. | | L ]
connect to door bell

1

I

1

1

1 ( a

1

I N HIGH POTENTIAL
: @7 ‘1 LOWPOTENTIAL
I

1

1

1

1

1

24 HOURN.C
PROTECTION ZONE

RELEASE BUTTON P
(INSIDE THE HOUSE) 3

10 N.O
; ELECTROMAGNETIC LOCK

3
3 . ,
MORE RELEASE BUTTONS
CAN BE CONNECTED 12 N.O. N.C
IN PARALLEL Y +

www.yli.cn We create security

/ ®
https://smartel .ua cTl @Mmmm




	1: Ó¢ÎÄ1
	2: Ó¢ÎÄ2

